











12'-0" TRUSS ARM

CAST
ALUMINUM TAPERED ALUMINUM
POLE CAP TUBE
b
s \
L EXTRUDED ALUMINUM
TUBE

31'-8" SPUN TAPERED ALUMINUM POLE

POLE PLATE WITH
STAINLESS SEET
HARDWARE

TAPERED ALUMINUM POLE

WITH NATURAL ALUMINUM
/ FINISH

4"x8" HANDHOLE FRAME
& COVER WITH {22:1/4 " -20
x 3/4" LG. STEE

SCREWS. 3/8"-16 TAP
FRAME FOR GRD. CONN.

BASE TAPPED FOR ATTACHING
BOLT COVERS WITH ROUND
SLOTTED HD. NYLON STEEL
CORE SCREWS

18"

250 WATT HIGH PRESSURE
SODIUM ROADWAY LUMINAIRE
WITH MC TYPE 2 OPTICS

DETAIL NO. 44

35" MOUNTING HEIGHT

(4) 1" DIA. BOLTS

11"-12" BOLT
CIRCLE

BASE DATA

ORE NYLON
IN

MODEL INFORMATION

LUMINAIRE POLE ARM
GE. HAPCO #RTA35D8B4T1C HAPCO
#MDCL25S0A22FMC21U (B80298-002) # (B80083-002)

VILLAGE OF NEW LENOX
STANDARD DETAIL
FOR
STREET LIGHT
ARTERIAL

REV:

DATE:| MARCH 2009

FILE: | TRANS\ARTLIGHT




1 8!_0"

CAST & EXTRUDED
ALUMINUM ARM
PAINTED BLACK

16" DIA. x 30.5" HIGH
CAST ALUMINUM
HOUSING PAINTED
BLACK

150 WATT HIGH PRESSURE
SODIUM LAMP

WITH CLEAR SMOOTH
POLYCARBONATE LENS

5"DIA. x .188" WALL
EXTRUDED ALUMINUM
POLE PAINTED BLACK

BASE:

MODEL #1700

ONE PIECE CORROSION RESISTANT
DURABLE CAST ALUMINUM.

MIN WALL THICKNESS: 0.275"

HAND HOLE

12" DIA.
BOLT CIRCLE

KHAND

HOLE

ORNAMENTAL LIGHT STANDARD

DETAIL NO. 45

VILLAGE OF NEW LENOX
STANDARD DETAIL
FOR
MODEL INFORMATION STREET LIGHT
LUMINAIRE POLE ARM DECORATIVE

SUN VALLEY LIGHTING SUN VALLEY LIGHTING |SUN VALLEY LIGHTING

LCL-CP-150HPS-120V-1-BKM  {17-1070 - HT: 18'-0" XPM-1 REV-
DATE:| MARCH 2009
FILE: | TRANS\DECOLIGHT




11" TO 12" DIA 11" TO 12" DIA DETAIL NO. 46

T BOLT CIRCLE T BOLT CIRCLE
' 2 B\

oo
\ )
TRANSFORMER BASE TRANSFORMER BASE
BOTTOM VIEW TOP VIEW
N.T.S. N.T.S.
fe—————— 12.25" ——————
0'73 |-— 9.25" ——1 (1)%1" -20 x 1" LG. SS SOCKET
| ROUND HEAD TAMPERPROOF
MACHINE SCREW
5.50" 4 — (1) STRAP TO RETAIN DOOR
o 7 | _— (1) CAST ALUMINUM TRANSFORMER
BASE DOOR (356-T6 ALLOY)

| ~— (1) CAST ALUMINUM TRANSFORMER
2" BASE (356-T6 ALLQOY)

I 1272

DRILLED AND TAPPED 1/2" -13 UNC HOLE
FOR GROUND CONNECTOR

BREAKAWAY TRANSFORMER BASE DETAILS
N.T.S.

NOTES:

1. BEFORE INSTALLATION OF BREAKAWAY BASE, INSTALLER SHOULD
CONSULT WITH AUTHORIZED DISTRIBUTOR REGARDING USERS
PROPOSED APPLICATION, LOAD REQUIREMENTS AND INSTALLATION
METHODS. FAILURES CAN RESULT FROM USERS MISAPPLICATION

OR IMPROPER INSTALLATION. TO APPROACH OPTIMUM STATIC
LOADS, USE THE LARGEST POSSIBLE BOLT CIRCLES AND USE

STEEL WASHER SIZEE‘:,?SPECIFIE BELOW. FOR 12" DIA. TOP & BOT.
BOLT CIRCLES USE 2 74" DIA. x/2 " TK. WASHER. TORQUE GROUND
MOUNTING NUTS TO 150 FT.-LBS. SHIMS SHALL NOT BE USED.

2. SHALL BE MODEL #TB6-9 AS MANUFACTURED BY AKRON FOUNDRY.

VILLAGE OF NEW LENOX
STANDARD DETAIL
FOR
BREAKAWAY BASE

REV:

DATE:| MARCH 2009

FILE: | TRANS\BREAKBASE




DETAIL NO. 47

3" CLEAR , 24" ,
#3 @ 12 HOOPS / ‘

1’_0" 5 ?‘
LAP 7" DIA, — B
10' LENGTH
COPPER CLAD
GROUND ROD
TACK

TYP.

BOLT CIRCLE
PER MFG.

8-#6 VERTICAL REBARS PVC RACEWAYS
AS REQUIRED

SECTION A-A PLAN

ANCHOR BOLTS —

PER POLE MFR.
1" CHAMFER \

PROPOSED GRADE | _4
L S AR
3SP @ 4" 7 F B
1 o “E o
- / dNIN «
A < '
N (I
(7] & s
N T 7.
® BE
L | :
LZ) = —n" =
< 1. . - =
< A s
) |- . o=
5#8" DIA. - . o
10' LENGTH S
COPPER CLAD 1
GROUND ROD )
\r : -<\' . 1
A R A
" :
c Q
24" VILLAGE OF NEW LENOX
DIA. STANDARD DETAIL

FOR
CONCRETE FOUNDATION

REV:

DATE: | MARCH 2009
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DETAIL NO. 48

R.O.W. R.O.W.

/7 CONDUIT (SEE NOTE 1)

PAVEMENT OR STREET CROSSING

/ ~ OF TRENCH

BOTTOM OF CURB
A Q . 0
: TRENCH BACKFILL
i 0o |_— REDWARNING
3 o~ BEDWARNING . » TAPE 6" WIDE
| I AT s
= : CONDUIT
- 8 L (SEE NOTE 1) PLANS
¥ |
Yof e
6" TO 10"
FLECTRIC CONDUIT TRENCH CROSS SECTION

UNDER PAVEMENT

NOTES:
1. ELECTRICAL SERVICE CONDUIT SHALL BE 2" OR 21/2" RIGID GALVANIZED STEEL.

2. CONCRETE ENCASED SCH 80 PVC CONDUIT SLEEVES SHALL BE INSTALLED UNDER
DRIVEWAY AND fXOAD CROSSINGS FOR BRANCH CIRCUITS. SLEEVES SHALL EXTEND
A MINIMUM OF 272 FEET BEYOND THE BACK OF CURB AND HAVE A MINIMUM OF
3" CONCRETE COVER.

VILLAGE OF HINSDALE
STANDARD DETAIL
FOR TYPICAL
CONDUIT INSTALLATION

REV:

DATE: | MARCH 2009

FILE: TRANS\CONDUITINSTAL




DETAIL NO. 49

STREET LIGHTING NOTES

1. THE CONTRACTOR SHALL INSTALL THE PROPOSED ROADWAY LIGHTING IN ACCORDANCE WITH THE FOLLOWING
DRAWINGS AND SPECIFICATIONS AND IN ACCORDANCE WITH THE APPLICABLE SECTIONS OF THE "IDOT
STANDARD SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION" LATEST EDITION. THESE DRAWINGS AND
SPECIFICATIONS ARE NOT INTENDED TO SHOW ALL DETAILS OF WORK TO BE PERFORMED OR EQUIPMENT
TO BE SUPPLIED. THE INTENT OF THE CONTRACT DRAWINGS AND SPECIFICATIONS IS TO ILLUSTRATE THE
CONCEPTUAL DESIGN AND LAYOUT. THE CONTRACTOR SHALL BE KNOWLEDGEABLE AND REGULARLY ENGAGED
IN THE TYPE OF WORK DESCRIBED BY THESE CONTRACT DRAWINGS AND SPECIFICATIONS AND SHALL BE
RESPONSIBLE FOR UNDERSTANDING THEIR INTENT. ANY WORK TO BE PERFORMED OR ITEM OF EQUIPMENT
TO BE SUPPLIED WHICH IS NOT SPECIFICALLY CALLED FOR BY THESE CONTRACT DRAWINGS AND
SPECIFICATIONS BUT WHICH IS NECESSARY TO PROVIDE A COMPLETE AND SUCCESSFUL WORKING SYSTEM
SHALL BE INCLUDED IN THE CONTRACTOR'S SCOPE OF WORK AT NO ADDITIONAL COST TO THE OWNER.

2. CAST A GROUND ROD 5/" IN DIAMETER BY 10 FEET IN EVERY CONCRETE POLE FOUNDATION AND CONNECT
TO THE POLE GROUNDING LUG VIA A #6 SOLID COPPER WIRE WITH A MECHANICAL CONNECTION AT THE

GROUND ROD. SEE CONCRETE FOUNDATION DETAIL.

3. LOCATION AND ORIENTATION OF THE LIGHTING CONTROLLER SHALL BE VERIFIED IN THE FIELD
BY THE STREET DEPARTMENT BEFORE FOUNDATION IS EXCAVATED.

4. ALL LIGHT LOCATIONS SHALL BE VERIFIED IN THE FIELD BY THE STREET DEPT. BEFORE BEING
AUGERED. FOR CONCRETE FOUNDATIONS, THE EXCAVATION SHALL BE MADE WITH AN AUGER 24" IN
DIAMETER.

5. LUMINAIRES SHALL HAVE A TIGHT FIT ON LIGHT POLES TO THE VILLAGE'S SATISFACTION. THIS WORK
SHALL INCLUDE FIELD ADJUSTING OF THE LUMINAIRE WHICH WILL BE INCIDENTAL TO THE LUMINAIRE
PAY ITEM.

6. ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING A PERMIT FROM THE VILLAGE
BEFORE THE START OF WORK.

7. ALL WORK TO CONFORM TO THE NATIONAL ELECTRICAL CODE AND ANY APPLICABLE CODES.
8. CONTRACTOR TO VERIFY LOCATION OF ALL UNDERGROUND UTILITIES BEFORE TRENCHING OR AUGERING.

9. BEFORE INSTALLING LIGHT STANDARDS NEAR OVERHEAD UTILITIES CALL COM ED FOR LOCATION
APPROVAL.

10. FOR LOCATION OF EXISTING UNDERGROUND ELECTRICAL CABLE CALL COM ED AND VILLAGE (STREET
LIGHTING).

11. NO MATERIALS SHALL BE DELIVERED TO THE JOB SITE UNTIL ALL PERTINENT EQUIPMENT
SUBMITTALS HAVE BEEN APPROVED BY THE VILLAGE.

12. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO ALL DISTURBED AREAS WITHIN THE PROJECT
LIMITS INCLUDING ALL ABOVE AND BELOW GRADE APPURTENANCES.THE CONTRACTOR SHALL REPAIR ALL
DAMAGE TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE.

13. THE CABLE TRENCH SHALL BE BACKFILLED AND FIRMLY COMPACTED BEFORE THE LIGHT
STANDARD IS ERECTED.

14. THE ANCHOR BOLTS SHALL BE PROPERLY SECURED IN PLACE BEFORE THE CONCRETE IS PLACED IN THE
FORMS.

15. THE ELECTRICAL CONTRACTOR SHALL FURNISH TWO SETS OF RECORD DRAWINGS TO THE ENGINEER UPON
COMPLETION OF THE STREET LIGHTING. THE DRAWINGS SHALL SHOW THE LOCATION OF ALL STREET
LIGHTING RELATED STRUCTURES ALONG THE STREET RELATIVE TO PROPERTY CROSSINGS AND ALSO THE
LOCATION OF ALL UNDERGROUND WIRING.

VILLAGE OF NEW LENOX
STANDARD DETAIL
FOR STREET
LIGHTING NOTES

REV:

DATE:| MARCH 2009

FILE: | TRANS\SLIGHTNOTES




R2-1
W9-12
W3-1
W14-1
W14-2

Road Closed

DETAIL NO. 50

SIGN SIZES

25 MPH or less

Speed Limit 18" X 24"
Slow Children at Play w/Symbol 18" X 24"
Stop Ahead 24" X 24"
Dead End 24" "
No Outlet 24" X 24"

25 MPH or greater

Speed Limit 24" X 30"
Slow Children at Play w/Symbol 24" X 30"
Stop Ahead 30" X 30"
Dead End 30" X 30"
No Outlet 30" X 30"
Other Signs

4
School Speed Limit 24" X 48" .
Water Regulations 24" X 18" EMay be engineer grade;

Snow Route

24" X 18" (May be engineer grade

Red reflective delineators with a black background (Type N% 18" X 18" are required
at all temporary dead ends. NO plastic circles. If not q_osm le to use delineators,
then a Tyfe [l'Barricade WLI #TP100H will be used. The barricade must have a high
intensity’48" X 30" road closed sign (R11-2) mounted to barricade, as well as 2
Toughlite 2000 lights.

All signs, locations, and sizes should be approved by the Village of New Lenox Street
Department before installation.

VILLAGE OF NEW LENOX
STANDARD DETAIL
FOR SUBDIVISION

STREET SIGNS
SHEET 2 OF 2

REV: | 1

DATE:| MARCH 2009

FILE: | TRANS\ST-SIGNS




DETAIL NO. 50

ALL SIGNS WILL USE 3M SHEETING ON .080 ALUMINUM BLANKS

All detention ponds and outlots are to have "Dog Waste" signs posted. Minimum of one on each side of pond or outlot.

STREET NAME SIGNS

All street name signs are to be high ntensity prismatic with green background and white
letters. All street name signs are 1o include the Village of New Lenox logo on the
left sign of the sign as shown in Fig. 1 below.

Street name signs on all roads with a speed limit of 25 MPH or less will be 6" blanks with
4" |etters and 2" letters for suffix. All capital letters are to be used.

Street name signs on all roads with a speed limit greater than 25 MPH, or which intersect with roads having a speed limit
greater than 25 MPH will be 9" blanks

with 6" letters and 4" letters for suffix.

All street name signs will be mounted at a height of 10" above finished grade on village

street I!?ht poles. ) ) .

ONLY if a street light pole is not in the area, signs are to be mounted on same post

as stop or yield sign, using a square post cap and cross piece at a height of 10",

Each sign is to be mounted individually on separate #8 Metro Wing Brackets.

3
Install brackets with C206 or Al .30 stainless steel banding.

REGULATORY AND WARNING SIGNS

All regulatory signs are to be high intensity prismatic.
All regulatory signs are to be mounted 5' above finished grade to bottom of sign.
Al stop signs will be 30"

3 3
All signs will be mounted on a 14 gauge 1 / " X 1 74" galvanized, perforated Tel-Spar post,
with a 3' sleeve.

For all signs mounted in concrete or asphalt a Break-out Flush Mount Coupler is required.

3
All signs will be attached to post with a /8" aluminum drive rivet.

3

Signﬁ‘, may be mounted on street light pole using tamper-proof hardware along with a /8"
washer.
All signs will be located in accordance with the Manual of Uniform Traffic Control Devices
(MUTCD), Latest Edition, and approved by the street department.

All other sign sizes can be found on next page.

VILLAGE OF NEW LENOX
STANDARD DETAIL

FOR SUDIVISION
ﬁ” STREET SIGNS
T ST. SHEET 1 OF 2

\_ REV: | 1
FIG. 1 WHITE PERIMETER DATE:| MARCH 2009
FILE: | TRANS\ST-SIGNS




DETAIL NO. 51

6" SCREW ON CAP

TOP OF CONCRETE TO BE SET FLUSH
MONUMENT TO BE WITH FINISHED GRADE
SET FLUSH WITH
FINISHED GRADE
V
R || s N X R NAR
RGRGR RSN K NN
/\//<\//\\//\ o K /<\// Yy KK
SR \ FINISH&/ :
/ . GRAD 6"t . 8
(1)#4 BAR 2] a STAMPED BRASS
noenter — || = | = DISK, 4" DIA. MIN. St
> ‘b 2 S I =
A Al Z R | !
- "' = 6 b %
I3 I ‘A ECVQ) ‘: N 3
A A » ) N f\l
e b, A B ™~
6"P.V.C. R A E
PIPE U A A
s b, A ‘ ’ A
IS ‘b ‘T b I
A A » ) IS
s b, A ‘ » A
> ‘b i ‘: > ,
A “a 6"P.V.C. L
- : PIPE—/ a8
- - IS T b '
PERMANENT CONCRETE ' i
MONUMENT —
PERMANENT BENCHMARK
NO SCALE
NOTES:

1. PERMANENT CONCRETE MONUMENTS SHALL BE PLACED AT ALL CORNERS AND CHANGES IN BEARING OF THE
EXTERIOR BOUNDARY.

2. A MINIMUM OF ONE PERMANENT BENCHMARK SHALL BE ESTABLISHED FOR EACH 50 ACRES, OR FRACTION
THEREOF, SUBDIVIDED, AT A LOCATION DESIGNATED ON THE CONSTRUCTION PLANS AND APPROVED BY THE
VILLAGE ENGINEER.

VILLAGE OF NEW LENOX
STANDARD DETAIL

FOR
PERMANENT
MONUMENT
REV:
DATE: | MARCH 2009
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