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Open space areas within the interior of a site should generally contain a
minimum of twenty (20) plant units per 5,000 square feet of open space .

g. Storm water management areas.

1.

In all zoning districts, storm water management areas shall be
appropriately landscaped on all sides adjacent to residential uses or to a
public or private roadway.

In all residential developments, landscaping in a quantity equal to one
hundred (100) plant units per one hundred (100) lineal feet of perimeter
length shall be provided along the stormwater area perimeter. In non-
residential developments, landscaping in a quantity equal to seventy-five
(75) plant units per one hundred (100) lineal feet of perimeter length shall
be provided along the storm water area perimeter. Species and design
considerations shall determine plant spacing. Designs shall encourage
natural groupings of plant elements.

If the storm water management screening requirements conflict with
requirements for other landscaping areas, then the provisions of this
section shall apply.

Design requirements. Functional activities within and adjoining the development site
must be considered in the design of landscape improvements, including consideration of

the following:

a. Service area screening. Service areas shall be screened from view through the use
of evergreen plant materials or solid structural, non-plant material walls
compatible with the proposed building design.

1.

Trash dumpsters and other waste receptacles or equipment shall be
screened with three-sided brick or other approved solid, non-plant material
walls at least six feet in height, with a solid, attractive single or double
access gate on one side only.

All utility equipment (meters, transformers, etc.) shall be provided with
appropriate planting screens. All ground-mounted dish antennas shall be
adequately screened from adjoining properties by an opaque wall, fence,
hedge or berm.

All garage doors and loading areas shall be fully screened so as not to be
visible from adjoining property zoned for any residential use.

All outdoor storage facilities for fuel, raw materials and products within
500 feet of a residential district shall be effectively screened and enclosed
by a solid wall or fence at least eight feet in height, and landscape
screening shall be provided in addition to the fence or wall, installed along
the outside perimeter of the fence or wall, equal to or exceeding the height
of the materials to be stored outdoors.
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Intersection visibility. Landscaping must be designed and installed to minimize
potential obstruction of critical sight lines. Landscape planting shall be so
designed as to avoid obstruction of a motorist's vision at the intersections of outlet
access drives and ring roads, access roads or municipal streets. Unobstructed
visibility between two feet and six feet above the height of the paved surface of
the access road must be maintained at
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Parking area planters. All parking area planters shall be over-excavated to a two-
foot depth for their entire width and length, shall be backfilled with an appropriate
mix of topsoil, peat moss and nutrients to replace the excavated material, and
shall be compacted, leaving a crowned or mounded top. Parking area planters
shall be maintained so that the level of backfill is consistent with the top of curb.

Slope of berms. Berming shall not exceed a maximum slope of 3:1, except in
parking islands, where the maximum slopes shall not exceed 2:1.

Mulich. Mulch materials shall be shredded bark or other organic material best
suited for the area in compliance with the American Standards of Nursery Stock
published by the American Association of Nurserymen. Lava rock or large
diameter (11/2-inch diameter plus) bark chips ("chunk bark™) are not acceptable.
Gravel and stone mulches are not permitted, unless specifically approved in
writing by the village. Mulch beds at the time of planting shall extend a minimum
of two feet beyond the center of the shrub. Mulching shall be renewed on an
annual basis, at a minimum, to ensure optimum plant health of the landscaping
elements.

Fences. All wood fences proposed to be used to meet perimeter screening
requirements shall be of red cedar, redwood, cypress or other approved decay-
resistant treated wood, at least six feet high, and of solid construction. Wood
fences shall be not less than 75 percent opaque, with all supporting posts exposed
to the lot interior. Stockade type fences are not permitted.
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Sec. 106-426. Standards for plant materials; planting guidelines.

The following guidelines shall be considered in reviewing design and implementation of
landscape plans in conjunction with review of site plans and special use permits:

1) General standards for plant materials. Materials plans in any development shall comply
with the following requirements:

a. The quality and size of plant material selected shall comply with the latest edition
of the American Standards of Nursery Stock, published by the American
Association of Nurserymen, unless otherwise indicated.

b. No artificial plants of any type shall be used to meet the requirements of this
article in any landscape area within the parcel.

e Minimum sizes for plant materials at time of installation for all landscape areas
shall be as follows:

1. Deciduous trees shall be a minimum size of 21/2 inches caliper when
installed. Evergreen trees shall be a minimum of six feet in height when
installed.

2. Deciduous shrubs (other than dwarf varieties) shall be a minimum of four

feet in height at time of installation if used as a perimeter screen planting,
and 30 inches in height for all other installations. Dwarf varieties and
plants normally measured by spread shall be a minimum of 24 inches in
height/spread.

3. Ground cover shall be so planted and spaced that complete coverage can
be obtained within two years after the date of installation.

d. Property owners shall be responsible for maintaining all landscaping shown on
the approved landscape plans throughout the life of the development. In
particular, landscaping shall be watered as often as needed to maintain optimum
plant health. All dead plants shall be replaced with plants that meet original
requirements. No changes shall be permitted without the approval of the village
staff. Annual flowerbeds shall be replanted each year with flowers adapted to the
village.

(2) Guidelines for planting trees. The trees recommended in subsection (4) of this section
have minimal maintenance requirements. However, all trees must receive a certain degree
of care, especially during and immediately after planting. To protect an investment in a
new tree, the developer shall ensure that proper horticultural techniques are followed. The
following recommendations are provided as a guide for planting based on current
horticultural practice:

a. The best times for planting are early spring and each fall.

b. Planted trees and shrubs shall be at least three feet from the back of curb along
head-in parking spaces to prevent damage from car overhangs. Mulch, lawn or
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planted ground cover shall be utilized in this three-foot area. Aligning trees with
the strip between parking stalls will further help avoid damage.

Tree pits should be dug at least one foot wider than the root ball.

Especially in areas where construction activity compacted the soil, the bottom of
the pit shall be scarified or loosened with a pickaxe or shovel.

After a pit is dug, subsurface drainage conditions should be observed. Where poor
drainage exists, special provisions shall be made to ensure proper drainage around
the tree.

Backfill shall include a proper mix of soil, peat moss and nutrients. All roots must
be completely covered. Backfill shall be thoroughly watered as it is placed around
the roots.

Plants shall remain plumb and level. Newly planted trees must be supported with
stakes and ties to hold the tree firmly in place. Stakes and ties should be removed
after one year.

At least two inches of mulch should be spread over plant beds in order to retain
moisture and keep down weeds. A three-inch saucer shall be provided to form a
basin around the trunk of the tree. This saucer helps catch and retain moisture.

The lower trunks of new trees must be wrapped with burlap or paper to prevent
evaporation and sunscald. The wrapping shall remain on the tree for at least one
year.

Conscientious post-planting care, especially watering, pruning and fertilizing, is a
must for street and parking lot trees. Branches of new trees may be reduced by as
much as one-third to prevent excessive evaporation.

Guidelines for planting shrubs. Shrubs planted for screening purposes shall be given a
proper growing environment. Many of the guidelines for tree planting listed in subsection
(2) of this section also apply to shrubs. However, because specific requirements vary
considerably between shrub types, this section does not attempt to specify the needs of all

shrubs.

Recommended trees, shrubs and ground covers. The lists in table 6 in section 106-427
indicate plantings that will meet the landscape requirements of this article. The lists are
by no means comprehensive and are intended merely to suggest the types of flora that
would be appropriate for these purposes. Plants were selected for inclusion on these lists
according to four principal criteria:

a.
b.
(0]
d.

General suitability for the climate and soil conditions of this area;
Ease of maintenance;
Tolerance of city conditions; and

Availability from area nurseries.
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Sec. 106-427. Recommended Trees, Shrubs and Ground Covers.

TABLE 6 . RECOMMENDED TREES, SHRUBS AND GROUND COVERS

(1)

)

Large evergreen trees.

Botanical Name

Common Name

Picea abies

Norway Spruce

Picea pungens

Colorado Spruce

Picea glauca White Spruce
Pinus strobus Eastern White Pine
Pinus nigra Austrian Pine
Large deciduous trees.
Botanical Name Common Name
Acer platanoides Norway Maple
Acer rubrum Red Maple
Acer saccharum Sugar Maple
Acer nigrum var. Black Maple
Corylus columa Turkish Filbert
Ginkgo biloba (male only) Ginkgo or Maidenhair Tree
Gleditsia triacanthos inermis Thornless Honey Locust
Liriodendron tulipifera Tulip Tree
Quercus rubra Red Oak
Quercus macrocarpa Burr Oak
Quercus palustris Pin Oak
Quercus velutina Black Oak
Tilia cordata Littleaf Linden
Tilia tormentosa Silver Linden
Tilia americana American Linden
Tilia euchlora “Redmond” Redmond Linden
Tilia vulgaris European Linden
Fraxinus pennsylvanica Green Ash
Fraxinus  americana ‘Autumn | Autumn Purple White Ash
Purple’
Fraxinus americana var. White Ash
Fraxinus excelsior European Ash
Fraxinus quadrangulata Blue Ash
Platanus scerifolia London Plane Tree
Pyrus calleryana Callery Pear




Ordinance No. _ 1370

Small deciduous trees.

Botanical Name

Common Name

Malus species Crabapple
Carpinus caroliniana American Hombeam
Cercis canadensis Eastern Redbud
Cornus mas Comelian Cherry
Cornus alternifolia Pagoda Dogwood
Crataegus species Hawthom — Thornless varieties only
Magnolia x soulangiana Saucer Magnolia
Amelanchier x grandiflora Apple Serviceberry
Pyrus calleryana Callery Pear
Syringa reticulata Japanese Tree Lilac
Acer ginnala Amur Maple
Acer campestre Hedge Maple
Alnus glutinosa European Black Alder
Carpinus carolina American Hormbeam
Corylus comuta Hazelnut
Magnolia x loebner1 “Memll” Merrill Loebner Magnolia
Magnolia soulangeana Saucer Magnolia
Magnolia stellata Star Magnolia

Large deciduous shrubs.

Botanical name

Common Name

Acer ginnala "Compactum' Compact Amur Maple
Aesculus parvilflora Bottlebrush Buckeye
Berberis thunbergii Japanese Barberry
Chionanthus virginicus White Fringetree
Forsythia species Forsythia

Cotinus coggygria Smokebush
Cottoneaster lucidus Hedge Cottoneaster
Hamamelis virginiana Common Witch Hazel
Rhamnus frangula *Asplenifolia’ Cutleaf Glossy Buckthom
Spiraea x vanhouttei Vanhoutte Spirea
Comus species Dogwood

Syringa species Lilac

Myrica pennsylvanica Bayberry

Vibumum dentatum

Arrowood Viburnum

Vibumum lantana

Wayfaringtree Vibumum

Viburnum opulus

European Cranberrybush Viburnum

Viburnum sieboldii

Siebold Viburnum

Vibumum trilobum

American Cranberrybush Viburnum

Euonymus alatus

Burningbush
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(5) Large evergreen shrubs.
Botanical Name Common Name
Thuja occidentalis "Techny' Techny Arborvitae
Juniperus Upright Juniper
Taxus cuspidata “Hicksiy' Hick's Yew
(6)  Small evergreen shrubs.
Botanical Name Common Name
Pinus mugo Mugo Pine
Thuja species Arborvitae (Globe, Little Gem, etc.)
Juniperus species Juniper (Armstrong, Pfitzer, etc.)
Taxus species Yew
Buxus microphylla Boxwood
Picea abies "Nidiformus' Bird's Nest Spruce
(7)  Small deciduous shrubs.
Botanical Name Common Name
Berberis thunbergii "Crimson Pigmy' | Crimson Pigmy Barberry
Forsythia x intermedia Amold | Amold Dwarf Forsythia
Dwarf
Spirea x bumalda Bumalda Spirea (also Anthony
Waterer, Frobelii, and Gold Flame)
Euonymus alatus “Compacta’ Dwarf Burningbush
Ribes alpinum "Green Mound' Green Mound Alpine Currant
Potentilla fruticosa Bush Cinquefoil
Viburnum carlesii *Compactum’ Compact Korean-spice Viburnum
Viburnum opulus “Compactum’ Compact Cranberrybush Vibumum
(8) Ground covers.
Botanical Name Common Name
Euyonumus fortunei ‘Coloratus' Purpleleaf Wintercreeper
Hedera helix "Thomdale' Thomdale English Ivy
Pachysandra terminalis Japanese Pachysandra
Vinca minor Periwinkle
Ajuga reptans Ajuga
Notes:

Trees listed in italics are recommended for use as street trees or in parking areas.
Trees used in parking areas and as street trees shall be of a fruitless species.
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Section 2: Severability: That each section and part hereof of this ordinance is deemed to be
severable and should any section or part hereof be held invalid or unconstitutional by any court of
competent jurisdiction, such ruling shall not affect the validity of constitutionality of the remaining
portion(s) of this ordinance.

Section 3: Repeal of Inconsistent Ordinances: That all ordinances or parts thereof in conflict with
the terms of this ordinance are hereby repealed and of no further force and effect to the extent of any
such conflict.

Section 4: Publication: That the Village Clerk is hereby directed to publish this ordinance in
pamphlet form.

Section 5: Effective Date: That this ordinance shall be in full force and effect after its passage,
approval and publication in pamphlet form as provided by law.

PASSED THIS __ 11" day of December ,2001

with __six  members voting AYE, with ___-0- members voting NAY, and with
-0- members ABSENT, the Mayor voting __aye __; and said vote being BATSON _aye
BALDERMANN __aye ,BOWDEN__aye ,SMITH__aye ,SKINIOTES __ aye ,and

WEIGEL ___aye '

7)744 o z SANofnT
VILLAGE CLERK

APPROVED this ___12" day of December ,2001.

OniPruier.

MAYOR

ATTEST:

7 ak e T ndot

VILLAGE CLERK




